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LACK OF ADEQUATE and safe water supply and sanitation
remain two of the main transmitters of disease in the
world’s developing countries. Water  and Sanitation inad-
equacies also hinder economic and social development,
constitute a major impediment to poverty alleviation, and
inevitably lead to environmental degradation.

Under these conditions, a large proportion of the popu-
lation in the developing countries has little if any chance for
social and/ or economic development, and a poverty spiral
is established for which poor basic sanitation conditions
are one of the main foundations.

The sanitation system which is by far the most convenient
to the user is the conventional  water-borne sewerage
system found in most European communities. However,
water-borne sanitation system is inappropriate for most
urban centers in developing countries on the ground of high
capital construction cost, usage of large volume of potable
water merely to transport wastes along pipes, complex
technology and blockage among others.
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By early in the twenty-first century, more than half of the
world’s population are predicted to be living in urban
areas. By the year 2025 that proportion could rise to 60
percent comprising of some 5 billion people. This rapid
urban population growth is putting and will continue to
put, severe strains on the water supply and sanitation
services in most major conurbations, especially those in
developing countries (Jackson, 1995).

The World Health Organisation’s figures for 1988  showed
that only 67 percent of the combined urban population of
the developing countries had adequate facilities for excreta
disposal. Only a minority of these were served with piped
sewerage system (World Health Statistics Report, 1989).

In certain major cities in Africa, for example, it is estimated
that as many as two-thirds of the population are without
adequate sanitation (Water Solidarity Network, 1994).

It had been calculated that communities with water
borne sewerage normally require more than 75 litres per
capital per day (lcd), compared with less than 20 litres per
capital per day (lcd) in many squatter settlements (Cairncross
and Feachem, 1993).

The study of “Water Supply needs  in Nigeria for the
1990’s and Strategies for Satisfying them” depicts that the
the urban centres served (95%), have on the average 62
litres per capital per day (lcd) (Oyebande, 1990).

With the problem of inadequate water supplies in Nigeria
that is 62 litres per capita per day (lcd) for the urban centres

served (Oyebande, 1990) and knowing that communities
with water-borne sewerage normally require more than 75
litres per capital per day (lcd)(Cairncross and Feachem,
1993).

It is evident that the possibility of reliable, conventional
sewerage systems for the urban centres in Nigeria is not
feasible.

Though various low-cost sanitation options are at work
throughout the world, especially in countries with water
shortages and with large urban populations. The existing
sanitation options in most urban centers in Nigeria are
majorly the on-site sanitation technologies (Oluwande,
1983).

The objective of the work is to carry out a cost optimiza-
tion modelling by comparing the shallow sewerage systems
with the existing on-site sanitation practices. Based on the
cost optimization modelling, an appropriate lower cost
sanitation technology would be chosen between shallow
sewerage system and the currently practised on-site sanita-
tion technology for the chosen urban centres in Nigeria.

�����������
The work aims at testing the adaptation of the technology
of shallow sewerage developed in Northeast Brazil to
Nigerian system (Sinnatamby, 1983). Sinnatamby (1983)
in his work states that above a certain population density
(160 persons per hectare), shallow sewerage is cheaper than
on-site sanitation technology currently been practised in
Nigeria. A total of 30 urban centres was studied (state
capitals and key urban centres).

Data used include the 1991 population of states of
Nigeria by Local Government areas obtained from the
National Population Commission.

The authors also made use of the Areas of Nigeria by
states obtained from the Federal Surveys Department.

Data used also includes Nigerian household structure,
percentage distribution of households by type of toilet
facilities, percentage distribution of dwelling units by type
of water supply and Nigerian basic health information all
obtained from a general household survey as given in the
Federal Office of Statistics Yearbook (1996).

Other data used for the work include the population ,
demographic, social and economic indicators (urban growth
rate and urban percentage for Nigeria and Brazil) obtained
from “The State of the World Population (1994)” pub-
lished by the United Nations Population Fund.

The authors also made use of the urban percentage
distribution of the source of drinking water and sanitation
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facility from the Nigeria Demographic and Health Survey
(1990).

Other data used in his work includes water availability
(per capita supply) for each urban centre in Nigeria given
in the work of Oyebande (1990) on “Water Supply needs
in the 1990’s and Strategies for Satisfying them” published
in the Water Resources Journal of the Nigerian Hydrologi-
cal Association.

The authors also made use of the sanitation coverage for
the urban centres in Nigeria published in the “WHO/
UNICEF Water and Sanitation Sector Joint Monitoring
Programme” (JMP) Status Report for 1996.

Among other data used includes the average static (piezo-
metric) water level for the chosen urban centres in Nigeria
obtained from pumping test reports of boreboles from the
Consultants handling the ongoing National Rural Water
Supply Projects in Nigeria.

A projected population density and projected water
availability was computed using computer applications
(spreadsheet technology) at the end of the master plan
sanitation period (year 2030) being projection from the
1991 population figures and 1990 water availability data
in Nigeria.

Based on the projected population density, projected
water availability, approximate static (piezometric) water
levels and critical examination of existing sanitation prac-
tices, an optimum sanitation technologies is hence chosen
for the urban centres in Nigeria.

����	��������
As shown in Table 1: Computation of population densities
for the chosen urban centres in Nigeria;

‘k’ = Population growth rate for the chosen urban centres
in Nigeria obtained from the “State of the World Popula-
tion (1994) published by the United Nations Population
Fund. ‘k’ = 5.5% = 0.055

‘t’ = Master plan sanitation period or the design period for
the appropriate low cost sanitation technologies which is
chosen as 1999 to 2030 based on urban water supply and
sanitation design period given by the current conventional
UK sewerage design covered by the British Standards 8005
(BSI, 1987) and sumarised in the design and construction
guide for developers in England and Wales, entitled Sewers
for Adoption (WSA, 1995) recommends 30 years as a
planning horizon.

Hence, based on population projection from the 1991
population figures and choosing 30 years as a planning
horizon, ‘t’, the design period = 39 years.

UP1991 = Population of each chosen urban centres in Nigeria
obtained from the 1991 population of states by Local
Government areas.

UP2030 = The projected population of each chosen urban
centre at the end of the master plan sanitation period (year
2030) obtained from the geometric growth rate of a bio-
logical community as:

UP2030 = UP1991 e
kt

Where ‘e’ is an exponential function.

SP1991 = Population of each states in Nigeria where the
urban centres are located as obtained

SP2030 = The projected population of each of the states in
Nigeria where the urban centres are located at the master
plan sanitation period (year 2030) obtained from the
geometric growth rate of a biological community as:

SP2030 = SP1991 e
kt

SAha = The area of each of the states of Nigeria where the
urban centres are located in hectares obtained from the
Federal Surveys Department.

UAha = The area  of each of the chosen urban centres in
Nigeria in hectares based on the area of the states where the
urban centres are located obtained as:

UAha

The computation of UAha is based on the assumption that
the population of the chosen urban centres are propor-
tional to the urban land use.

RAf = The residential area factor (reduction factor) being a
percentage of the urban land use for residential purpose as
the work excludes industrial sanitation. This is based on
historical records of urban land use and on the authors’
judgement. Hence, the urban land use for residential pur-
poses ranges from 60% for highly industrialised urban
centres to 80% for lowly industrialised urban centres.

SHf = Storey height factor (incremental factor) for the
population density since most residential buildings in the
urban centres of Nigeria are multi storey buildings. This
factor is based on the authors’ judgement as the author had
previously visited all the chosen urban centres. Hence, the
storey factor ranges from 200% for highly developed urban
centres to 150% for lowly developed urban centres.

HHf = Household factor (incremental factor) for the popu-
lation for the population density computation since the
major hypothesis of the study is based on the work of
Sinnatamby (1983) in Northeast Brazil. The household
factor which accounts for the variations in the size of an
household in Nigeria and Brazil is obtained from the state
of the world population (1994) published by the United
Nations Population Fund as follows:

Nigeria Brazil

Urban growth rate (1990-95) 5.5% 2.5%
Fertility rate/women (1990-95) 6.4 2.7
Birth rate per 1000 (1990-95) 45 23

From the preceding data, it could be inferred that the size
of an household in Nigeria is approximately twice that of
Brazil. Hence the household factor used for the work is
200%.

= UP2030    x  SAha

   SP2030
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earlier work (Oyebande, 1990) and choosing 30 years as a
planning horizon, ‘tw’, the design period = 40 years

(Water Availability)1990 = Level of water service available at
the chosen urban centres as at 1990 in Nigeria as extracted
from the work of Oyebande (1990) on “Water Supply
needs in the 1990’s and Strategies for Satisfying them”.

(Water Availability)2030 = Projected level of water service
available for the chosen urban centres in Nigeria at the end
of the master plan sanitation period (year 2030) obtained
from the geometric growth rate of a biological community
as:

(Water Availability)2030= (Water Availability)1990 e
kw tw
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The Appropriate Low – cost sanitation technologies, which
gives a principal choice between shallow sewerage systems
and on-site sanitation systems is obtained by considering
the variables in Table 2. Hence, for population densities
lower than 160 persons per hectare, on-site sanitation
systems would be a lower cost sanitation technology when
compared with shallow sewerage systems while shallow
sewerage systems would be favoured for population densi-
ties above 160 persons per hectare.
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PD2030 = The population density at the end of the master
plan sanitation period (year 2030) for each chosen urban
centre is obtained as:

PD2030 = UP2030 x SHf x HHf

As shown in Table 2: Choice of Appropriate low-cost
Sanitation technology for the chosen urban centres in
Nigeria‘kw’ = Urban water availability growth rate ob-
tained from the data in Nigeria basic health information
and housing characteristics as given in the Federal office of
statistics yearbook (1996).

‘k’, the urban water availability growth rate
= % availability in 1993 - % availability in1990

1993 – 1990
= 69% - 63.3% / 3
= 0.02

‘tw’ = Master plan sanitation period or design period within
the framework of water availability is chosen as 1999 to
2030. Hence, based on the level of water service available
at the chosen urban centres as at 1990 in Nigeria based on

_________________
UAha x RAf
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However, (Water Availability)2030, Water availability
at the end of the master plan sanitation period (year 2030)
for the chosen urban centres in Nigeria is another major
factor in the choice of an appropriate low cost sanitation
technology. Hence, for shallow sewerage systems, a water
availability of not less than 50 litres per persons per day is
desirable (Cairncross and Feachem, 1993).

However, on-site sanitation systems is safe for an ap-
proximate static (piezometric) water level greater than
1.0m. This is essential to avoid the risk of feacal contami-
nation of groundwater.

����������
The result show that for the chosen urban centres studied
in Nigeria (state capitals and key urban centres), 5 out of the
30 urban centres should adopt shallow (simplified) sewer-
age systems as a lower cost sanitation technology while the
remaining 25 urban centres should continue practising the
on-site sanitation systems mainly the septic tank and soak
aways (22 urban centres) and pour-flush toilets (3 urban
centres).
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